
产品概览
AR0234CS: 1/2.6-inch 2.3 Mp CMOS Digital Image Sensor with Global Shutter

欲看完整文档，请参阅数据表。

The AR0234CS is a 1/2.6-inch 2Mp CMOS digital image sensor with an active-pixel array of 1920 (H) x 1200 (V). It incorporates a
new innovative global shutter pixel design optimized for accurate and fast capture of moving scenes at 120 frame per second, full
resolution.
The sensor produces clear, low noise images in both low-light and bright scenes. It includes sophisticated camera functions such as
auto exposure control, windowing, row skip mode, column-skip mode, pixel-binning, and both video and single frame modes. It is
programmable through a simple two-wire serial interface. The AR0234CS produces extraordinarily clear, sharp digital pictures with
an industry leading Global Shutter Efficiency, and its ability to capture both continuous video and single frames makes it the perfect
choice for a wide range of applications, including scanning, autonomous mobility, surveillance and industrial quality control.

特性 优势
   • Best in Class Global Shutter Efficiency    • Superior Image Quality for fast-moving objects
   • Low Dark Current/Hot Pixels    • Reduced Total Noise Floor, Higher SNR delivering High

Image Fidelity
   • High Linear Full Well    • High Dynamic Range, delivers higher image clarity
   • Low Operational Power    • Suitable of Battery Powered Applications
   • Small Form Factor    • Ideal for Space Constrained Applications
   • Built-In Statistics Engine    • Offloads Image Processor Loads, provides scene details with

Prog. ROI
   • Multiple Functional Modes - Row & Col Skip Modes, Pixel

Binning
   • Application-specific Image Quality Selections with

Performance/Power Trade-offs

应用 终端产品
   • Gesture recognition    • Autonomous Mobile Robots
   • 3D scanning    • Autonomous Guide Vehicles (Drones)
   • Position tracking    • Video Doorbells
   • Machine vision    • AR/VR/MR Headsets
   • AR/VR/MR/XR    • Barcode Readers

https://www.onsemi.cn/PowerSolutions/product.do?id=AR0234CS
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AR0234CSSC00SUD20 Pb-free
Halide free
non AEC-Q
and PPAP

ProductP
review

CMOS 2.3 120 1/2.6
inch

Global
Shutter

3.0 x 3.0 MIPI
Parallel

Color

AR0234CSSC00SUKA0
-CP

Pb-free
Halide free
non AEC-Q
and PPAP

NEW CMOS 2.3 120 1/2.6
inch

Global
Shutter

3.0 x 3.0 MIPI
Parallel

Color ODCSP-
83

AR0234CSSC00SUKA0
-CP1

Pb-free
Halide free
non AEC-Q
and PPAP

NEW CMOS 2.3 120 1/2.6
inch

Global
Shutter

3.0 x 3.0 MIPI
Parallel

Color ODCSP-
83

AR0234CSSC00SUKA0
-CR

Pb-free
Halide free
non AEC-Q
and PPAP

NEW CMOS 2.3 120 1/2.6
inch

Global
Shutter

3.0 x 3.0 MIPI
Parallel

Color ODCSP-
83

AR0234CSSC28SUD20 Pb-free
Halide free
non AEC-Q
and PPAP

ProductP
review

CMOS 2.3 120 1/2.6
inch

Global
Shutter

3.0 x 3.0 MIPI
Parallel

Color

AR0234CSSC28SUKA0
-CP

Pb-free
Halide free
non AEC-Q
and PPAP

NEW CMOS 2.3 120 1/2.6
inch

Global
Shutter

3.0 x 3.0 MIPI
Parallel

Color ODCSP-
83

AR0234CSSC28SUKA0
-CP1

Pb-free
Halide free
non AEC-Q
and PPAP

NEW CMOS 2.3 120 1/2.6
inch

Global
Shutter

3.0 x 3.0 MIPI
Parallel

Color ODCSP-
83

AR0234CSSC28SUKA0
-CR

Pb-free
Halide free
non AEC-Q
and PPAP

NEW CMOS 2.3 120 1/2.6
inch

Global
Shutter

3.0 x 3.0 MIPI
Parallel

Color ODCSP-
83

AR0234CSSM00SUD20 Pb-free
Halide free
non AEC-Q
and PPAP

ProductP
review

CMOS 2.3 120 1/2.6
inch

Global
Shutter

3.0 x 3.0 MIPI
Parallel

Mono

AR0234CSSM00SUKA0
-CP

Pb-free
Halide free
non AEC-Q
and PPAP

NEW CMOS 2.3 120 1/2.6
inch

Global
Shutter

3.0 x 3.0 MIPI
Parallel

Mono ODCSP-
83

AR0234CSSM00SUKA0
-CP1

Pb-free
Halide free
non AEC-Q
and PPAP

NEW CMOS 2.3 120 1/2.6
inch

Global
Shutter

3.0 x 3.0 MIPI
Parallel

Mono ODCSP-
83

AR0234CSSM00SUKA0
-CR

Pb-free
Halide free
non AEC-Q
and PPAP

NEW CMOS 2.3 120 1/2.6
inch

Global
Shutter

3.0 x 3.0 MIPI
Parallel

Mono ODCSP-
83

AR0234CSSM28SUKA0
-CP

Pb-free
Halide free
non AEC-Q
and PPAP

NEW CMOS 2.3 120 1/2.6
inch

Global
Shutter

3.0 x 3.0 MIPI
Parallel

Mono ODCSP-
83

AR0234CSSM28SUKA0
-CP1

Pb-free
Halide free
non AEC-Q
and PPAP

NEW CMOS 2.3 120 1/2.6
inch

Global
Shutter

3.0 x 3.0 MIPI
Parallel

Mono ODCSP-
83

AR0234CSSM28SUKA0
-CR

Pb-free
Halide free
non AEC-Q
and PPAP

NEW CMOS 2.3 120 1/2.6
inch

Global
Shutter

3.0 x 3.0 MIPI
Parallel

Mono ODCSP-
83

欲了解更多信息，请联系您当地的销售支援 www.onsemi.cn 。
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